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Installation Guide for X-COUP of vacuum system's table 

BEXDCD0000 

Please refer to the following BEXDCD0000 parts list to find the corresponding parts to 

assist in completing the installation. 

 

1. Explored views 
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2. Installation steps 

2.1 Replace the adjustment knob. 

Lift the cutting head of X-COUP, remove the adjusting bolt, then attach the up-down arrow 

label ⑤, and replace the bolt with the star-shaped rotary knob ⑦. 

                

 

 

 

2.2 Assy. of vacuum system's table- Assembly ①. 

2.2.1 Remove the material stop from the original workbench of the X-COUP machine and replace 

it with a new cutting support plate ⑧ from the Assy. of vacuum system's table assembly. 

 

                 

  

Remove the bolt. 

1）Remove the material stop. 2）Replace with a new material stop ⑧. 

Up-down 

arrow label⑤. 

Star-shaped 

rotary knob ⑦. 
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2.2.2 Install the assembly① onto the original working table of the X-COUP that has been 

replaced with a new material stop, fix the assembly ① by the star-shaped rotary knob ①-5, and, 

on the other side of working table, the drying cutting table is secured by the rotary knob ①-9. 

 
 

 

 

2.3 Install the Assy. of suction inlet on blade guard-Assembly ③. 

2.3.1 Remove the original two water splashguards from the X-COUP. 

         
 

 

 

 

 

 

 

 

 

 

1）Install the material stop of original 
working table to the gap underneath 
the dry cutting table. 

2）Tighten these two knobs ①-5 

to lock the dry cutting table. 

3）On the other side of working table, the 
drying cutting table is secured by the rotary 
knob ①-9  

Water splashguards 



BEXDCD0000                                       
Suction System BEXDCD0000 for X-COUP BEX3500000 

-4- 

 

2.3.2 Install the Assy. of suction inlet on blade guard ③,  

- Install the fixing plate ③-1 onto the blade guard, 

- Use the quick release pin ③-7 to install and fix the suction inlet onto the fixing plate. 

 

          

 

2.4 Install the Vacuum tube assembly-Assembly ②. 

2.4.1 Install two clamps ②-5 onto the handle of X-COUP with hex head screw ②-6. 

Do not tighten the screws at this step. 

 

 
  

1）Install the fixing plate③-1. 

2）Install the suction inlet through the 
quick release pin-08-35③-7. 

Install clamps ②-5. Hex head screw②-6. 
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2.4.2 Install the plate ②-1 onto the clamp ②-5,  

2.4.3 Install the plate ②-9 onto the plate ②-1, one side under the table, another side under 

plate②-1. 

2.4.4 Tighten the hex head screw ②-6 and the nylon locking nut ②-7. 

 

 

2.4.5 Loose the star-shaped knob ②-3, hex head screw ②-5, locking nut ②-6, to allow the 

position adjustment of suction pipe, to ensure the pipe slot is on top and align with the slot of 

drying table. 

 

  

1）Preliminary installation of 
plate②-1. 

2）Install the plate②-9, one side under the table, 
another side under plate②-1.  

star-shaped rotary knob M8x16②-3. 

Suction pipe 

2）locking nut ②-7. 
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2.5 Connect the vacuum suction system 

- Connect the suction inlet and the Vacuum tube assembly with a pipe ⑨,  

- Connect the vacuum cleaner as below. Adaptor 1 (50x32mm)⑩ and adaptor 2 (35mm)⑪ are 

available for tubes from vacuum cleaners with different diameters. 

     
 

3 Restore wet cutting 

If you want to restore wet cutting, please follow below steps: 

- Remove the Assy. of suction inlet on blade guard through the quick release pin ③-7,  

- Install a splash guard assembly ④ on fixing plate ③-1 and fix with the quick release pin ③-7 

                                                                                                                                           

 

Connect the vacuum cleaner. 

Pipe⑨. Adaptor 2 (35mm)⑪. 

Adaptor 1 (50x32mm)

 

Quick release pin ③-7. Splash guard assembly④. 
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