
 

ADVARSEL!  
skæreskiver der anvendes forkert, er farlige og kan forårsage ødelæggelser eller skade på 
mennesker. 

Vær sikker & beskyt dig selv. 

SIKKERHEDSGUIDE 

 

ADVARSEL!  
Undgå indånding af støv, der genereres ved slibning og skæring. Udsættelse for støv kan forårsage 
åndedrætsbesvær. Brug godkendte åndedrætsværn, sikkerhedsbriller eller ansigtsskærme, handsker og 
beskyttelsesbeklædning. Sørg for tilstrækkelig ventilation til at fjerne støv eller til at holde støvniveauet under 
tærskelværdien for generende støv som klassificeret af dit lands regler.  

 
SIKKERHEDSVEJLEDNING: 
1. Håndter altid skiverne med omhu og opbevar skiverne på et passende og tørt sted. 
2. Kontroller altid alle skiver visuelt, før de monteres, for mulig skade under transport. 
3. Kontroller altid den maksimale driftshastighed, der er fastsat for skæreskiven, i forhold til maskinens 
hastighed. 
4. Brug altid en beskyttelsesafskærmning, der dækker mindst 1/4 del af skiven. 
5. Lad altid ny monterede skiver køre med driftshastighed med afskærmningen på plads i nogle sekunder, 
før skæring påbegyndes  
6. Brug altid beskyttelsesbriller eller anden type øjenbeskyttelse 
7. Brug kun skæreskiver til skæring og ikke til slibning.  
8. Kontroller altid monteringsflangerne for lige korrekt diameter, og at hjulet er korrekt monteret.  
9. Kontroller altid gyldigheden på metalringen. 

 
 
 

SIKKERHEDSGUIDE ”pas på”: 
1. Brug ikke en skive der er blevet tabt. Påvirkningen kan resultere i brud. 
2. Tving ikke en skive på maskinen eller forsøge at ændre på hulstørrelsen. Brug ikke en skive der sidder for 
løst på maskinen. Hvis hjulet ikke passer til maskinen, skal du finde et andet produkt 
3. Overskrid ikke den maksimale driftshastighed, der er fastsat for skiven. 
4. Brug ikke monteringsflanger, der er skæve, hakkede, sprukket eller som ikke er rene. 
5. Stram ikke monteringsmøtrikken for meget. 
6. Slib ikke på siden af skiven. 
7. Start ikke maskinen, medmindre beskyttelsesafskærmningen er på plads. 
8. Sæt ikke skiven fast i emnet. 
9. Stå ikke direkte foran en skive, når en maskine startes. 
10. Slib eller skær ikke materiale, som skiven ikke er beregnet til 



 

WARNING! 
Abrasive wheels improperly used are dangerous and can 
cause damage or injury to people. 

Be safe, protect yourself. 

SAFETYGUIDE 

WARNING! 
Avoid inhalation of dust generated by grinding and cutting operations. Exposure to dust may cause 

respiratory ailments. Use approved respirators, safety glasses or face shields, gloves and protective clothing. 

Provide adequate ventilation to eliminate dust, or to maintain dustlevel below the threshold limit value for 

nuisance dust as classifiedby OSHA. 

SAFETY GUIDE DO: 
1. Always handle wheels with care and store wheels in a suitable and dry place. 

2. Always visually inspect all wheels before mounting for possible damage in transit. 

3. Always check the maximum operating speed established for wheel against machine speed. 

4. Always use a machine guard covering least one half of the wheel. 

5. Always allow newly mounted wheels to run at operating speed with guard in place for some seconds 

before actually cutting or grinding. 

6. Always wear protective goggles or other protective eyewear. 

7. Use cutting discs for cutting only and not for grinding. 

8. Always check mounting flanges for equal correct diametre and that the wheel is correctly mounted. 

9. Always check validity on metal bush. 

 

SAFETY GUIDE DON’T: 
1. Don’t use a wheel that has been dropped.The impact may result in breakage. 

2. Don’t force a wheel onto the machine or alter the size of the arbor hole. Don’t use a wheel that fits the 

arbor too loosely. If the wheel doesn’t fit the machine, get one that does. 

3. Don’t exceed the maximum operating speed established for the wheel. 

4. Don’t use mounting flanges which are warped, nicked, sprung or which are not clean. 

5. Don’t tighten the mounting nut excessively. 

6. Don’t grind on the side of the wheel. 

7. Don’t start the machine unless the machine guard is in place. 

8. Don’t jam the wheel into the workpiece. 

9. Don’t stand directly in front of a wheel when a machine is started. 

10. Don’t grind or cut material for which the wheel is not designed.  


